THE CONCRETE WORKS LLC
INSTALLATION INSTRUCTIONS

FREEZE PROOF STOCK TANKS

READ THOUROUGHLY BEFORE INSTALLING.  PAY CLOSE ATTENTION TO FLOAT BAR AND VALVE BODY ADJUSTMENT. NO WARRANTY APPLIES TO IMPROPER INSTALLATION. 

1. Cut steel band and remove lids from tank assembly.

2. Attach float arm to float assembly being certain to first adjust the height of the yoke holding it so that the underside of the float arm squarely comes to bear on and across the entire flat surface of the valve top when the arm is parallel with the bottom of the tank (see picture). We recommend the use of Teflon tape on all brass pipe joints. 
3. Tighten float arm bolt- do not adjust length of float cable at this time.

4.   Have backhoe prepare a hole so when tank is in position, the ground level is 6” from the top of the tank. We recommend using base rock in the bottom of the hole. 
5.     Chose which side most convenient for the overflow connection, and glue a 2” plug into the other side.

6.    Glue a 2” overflow pipe to the other side and trench away from the tank at least 20 feet.

7.      For the water main connection in the Super tanker, use the same procedure. Pick which side to use for connection, and plug the other side with a 1” plug. For the water main connection in either tank, use 1” pipe and connect to the chosen side of the Super Tanker, or rear port of the single tank.
8. Put drain plug in tank and fill tank with 1” water, to use as a level. 

Set tank in hole, using cinder blocks on each corner to place it.

Fill under tank with more base rock. 
9.     Making sure glue connections are dry, turn water on and fill tank. Adjust float cable length so that the valve shuts off the water flow when the water level is approximately 1” below the overflow ports inside the tank. After certain the water valve will shut off when the water level is 1” below the overflow ports, tighten the lock nut on the float.
10. Make sure that the bolt connecting the sa-kon to the float arm assembly is secure.

11. We recommend at this point you let the tank sit with water for a day or two to watch for small leaks or grit caught in valve. 

12. For single tank: place the horizontal stock tank cover with the threaded concrete anchor facing the front of the tank. Position the cover such that when the vertical earth holder is bolted to the horizontal cover, the front of the earth holder is approximately 1” in back of the overflow port. For more reinforcement, you can use tie wire and tie the earth holder to the horizontal lid. 
13. For super tanker: center the horizontal stock tank cover over the tank. Bolt vertical earth holders to each end of the tank cover. For more reinforcement, you can use tie wire and tie the earth holder to the horizontal lid. 

14. Bolt tanks: after the horizontal stock tank cover is in position, bolt the vertical earth holder(s) to it. It is recommended that you double and triple check pipe connections at this point. *  
15. Back fill the entire area to surface. Finish the front of the tank with oversized rock to assist in traction, and to keep livestock from loitering there.  
16. Use all remaining dirt to place on top of horizontal lid, up to the limit earth holder will hold. This ensures proper insulation.

